
 

CROW/BI-VALVED AFO

MANUFACTURING INFORMATION

PATIENT INFORMATION

FACILITY INFORMATION

Last Name

First Name

Male Female Left Right Bilateral

Height Weight

Toll Free: 1 (866) 412-2870
Fax: (412) 599-1109

www.towerortho.com

Practitioner

Facility

Shipping Address

Phone Fax

300 Alpha Drive
Pittsburgh, PA 15238

SHIPPING INSTRUCTIONS

UPS Ground 2nd Day Overnight

PO#

AFO STYLE

CAST CORRECTION

CROW
Clamshell AFO (Bi-Valved)
(Both come standard with Rocker sole)

Dorsiflexion/Planterflexion
(Standard CROW is set at 5 degrees dorsiflexion)

Fabricate as cast
Correct to 5 degrees dorsiflexion
Correct to 90 degrees

Fabricate as cast
Correct to neutral

Fabricate as cast
Correct to neutral

Heel

Forefoot

SPECIAL INSTRUCTIONS

AFO Height

Padding Type

CROW: Standard is 1/4" Aliplast lined with Trilaminate insert
Bi-Valved AFO: Malleoli and Anterior lined shell

Extra Padding
Aliplast Plastizote
PPT

Thickness

Other

1/8 3/16 1/4

Plastic

CROW:
1/4" polypropylene posterior shell and
1/8" copolymer anterior shell
Bi-Valved AFO:
3/16" copolymer posterior shell
1/8" ethylene anterior shell

Other Choice

Anterior

Posterior

Straps
Straps will be Standard for all CROW and Bi-Valved
AFO's. See diagram above or website for details.

Inserts
CROW comes standard with one Trilaminate insert.

No Inserts for Bi-Valved AFO

Extra insert (call for cost)

Standard materials

Number

Mark extra padding position as desired.

Medial Side Lateral Side

Color Black White Paper


